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Technical Update (September 2002) 
Zanussi patented fresh brew unit, Cylinders 


Following recent experiences, we have noticed a number of cases where the brewer 
cylinder on the fresh brew units that are dispensing coffee have developed cracks. 

Problem 

1 . The machine dispensed half measures of Fresh brewed coffee, Fresh leaf tea 
brewers are not affected 

2. There is an excessive amount of water around the brewer filter plate area 

3. When a coffee selection is made with the brewer cover removed, water is seen 
to be ejected from the chamber during the piston's downstroke. 

□ The crack that appears, is more of a hairline crack that can be seen if 
you try to pull apart the lower edge of the chamber when it is removed. 

□ It is common for the crack to be invisible when the brewer chamber is 
fitted to the machine and stationary. 

Possible cause 

The material that is used to produce the brewer chamber cannot withstand the high 
pressure created when force filtering coffee. 

Rectification 

Replace the brewer chamber with one made of an improved plastic material 
Part number 099939, order through the spares department, stating the reason. 

Identification of problem chambers 

□ The original cylinder is made of a solid coloured brown plastic material, similar to 
that used for the mixing chambers 

□ The new cylinder is easily identified as it is made from a smoked plastic that is 
semi transparent. 

The replacement part has the same part number as the original, all stock has now been 
updated. 

Please note that the problem will only occur on the brewer unit that is vending 
coffee, no change is necessary on brewers that are vending fresh leaf tea. 
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